
crafting interior doors for commercial and residental projects since 2003

www.doorworkscompany.com

Superior Quality. Custom Crafted.
Manufactured in North Carolina

tradition
reinvent



Sample Designs

Edenton True radius option Edenton V-groove panel option Edenton Ashley Manteo

Augusta V-groove panel option Augusta Camilla Low Rail Camilla Arch top option Camilla

Devonshire South Beach Vineyard Low Rail Vineyard

Berkley Colorado Cheyenne Sun Valley Ashemore

Sonoma Windsor Litchfield Monterrey Hallston

Hidden Valley



Other Custom Designs:

Georgetown Virginia Newport Bedford

Suffolk Four panel Portsmouth Five panel Portsmouth Six panel Portsmouth Cambridge

Napa Essex Southport Franklin

Savannah

CB-1 CB-2 VG-1 VG-2CB-3 VG-3

VG-4 VG-5

CB-5- open for glass

DP-1- Pair 8 Equal Panel 3 horizontal lite
over panel

DP-2 DP-3

CB-4
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S-101
Beaded Hip

S-102

Beaded Quarter 
 Round

S-107
Square

S-111
Quarter Round

S-108
Bevel

PM-110

Flush Panel 
Mould

PM-111

Standard Panel 
Mould

PM-112

V-Groove Option

Tambor

Flat Panel
•	 3/8”
•	 1/2”
•	 3/4”
•	 7/8”

Available Panel Thickness:
Raised Panel
•	 3/4”
•	 7/8”
•	 1”
•	 1-1/4”
•	 1-1/2”

IFP-109	

Beadboard option

Sticking Profiles Panel Profiles

Not all profiles available in each  
thickness. Raised panels shown  

as 1-1/4” thick.

S-112
Reverse Ogee

IRP-101
Beaded Hip

IRP-103
Double Hip

IRP-105
Scoop Beaded

IRP-110
Scoop

IRP-113
Step

IRP-112
Wide Scoop

IRP-111
Plain Bevel

IRP-108
Single Hip

IRP-107
Double Hip

IRP-114
Convex Panel

S-104
Bead & Cove

Double Hip
S-103 S-110

Large Ogee

S-109
Square Instep

S-106
Step & Cove

Large Panel 
Mould



Door Works Company contributes to environmental  

sustainability everyday. Our MDF is made of 100%  pre-

consumer recycled wood content and is ranked by the 

Composite Panel Association as an Environmentally  

Preferred Product (EPP).  

Door Works interior doors may contribute to the  

following LEED credits. Please speak with a Door Works 

representative to discuss your requirements.

Material & Resource (MR) 4—Recycled Content. 

Use of materials with recycled content.

Indoor Environmental Quality (IEQ) 4.4—Low 

Emitting Composite Wood and Agrifiber. No added urea-

formaldehyde resins.

Material & Resource (MR) 5—Local and Regional. 

Products that have been extracted, harvested or 

recovered, as well as, manufactured within 500 miles of 

the project site. 
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Sustainability



reinvent         tradition

•	 Doors can be constructed with open panels for customer glass with stop 
shipped loose

•	 Fixed transoms and sidelites
•	 Visit www.doorworkscompany.com to view texture glass options

customer 
supplied 

glass

True Divided Lite

Notre Dame St. John’s Baja

Acadia Marathon Worthington

Traditional French 9-lite over panel

Simulated Divided Lite

Glass - sample designs

Additionally:



reinvent         tradition

False Louver

True (vented) Louver
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False louvers are made in MDF. Custom louvers available 
by quote

True louvers are primed clear poplar. Standard design is 
plantation style. Custom louvers available by quote

False Louver

Louver over panel Louver over louver Arched louver panels

Louvers	

Constructed to match the blade direction of a true 
(vented) louver



We have provided doors for a variety of commercial properties such as  
clubhouses, medical offices, hotels, multi-family housing, and historic inns.

We can prep doors for a variety of hardware by including wood blocking inside 
the door and mortising for the hardware.  Examples of different types of  
hardware include:

•	Panic door hardware
•	Closers
•	Card readers
•	Mortise locks
•	Heavy duty ball catches
•	Peep holes
•	Pivot door hardware
•	Flush bolts
•	Soss hinges
•	Raceway lock

superior quality

Commercial Capabilities



Door Works provides labeled fire rated doors in 20, 45, 60 and 90 min-
utes.  Available with Positive Pressure or Neutral rating.

Doors are 1 3/4” thick and are available in most any design, width, and 
are machined for standard or fire-rated jambs.

Fire doors comply with the following standards and carry the Warnock 
Hersey certified component label:

•	 UL 10(6)
•	 UL 10 (c), CAN/ULC S104
•	 ASTM E2074
•	 UBC 7-2 (1997) Part 1
•	 NFPA 252

Glass Options:
Fire and Safety Rated Glass Available. 

Some design restrictions apply, therefore, fire doors are quoted  
individually. 
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20-minute rated

fire core

MDF

MDF

Intumesent edge

customcrafted

Fire Rated



•	 We are a 100% custom manufacturing facility. No finished inventory is stocked.
•	 Any door width and height is available up to 4/0 x 10/0.
•	 Standard door thickness is 1-3/8” or 1-3/4”.  

Custom thickness available on request.
•	 Doors are constructed with the highest quality 

MDF with a tri-layer laminated methodology that 
includes inter-locking stiles and rails. 

•	 Laminated construction provides superior 
strength and stability.

•	 All doors are fitted with zero-void  marine grade 
plywood blocks during production for superior 
fastener holding capability for attaching hinges 
and hardware.  

•	 The embedded wood block allows for a  
consistent finished edge.  We recommend that 
load bearing screws not be put into the edge of 
MDF panels unless a block for hardware has been 
fitted during construction.

•	 Pocket doors are constructed with full length, 
zero-void marine grade plywood stiffener in the 
stile. Length of plywood  may be specified across 
the top and bottom rails.

•	 Pocket doors can be constructed with an extra 
inch to the top rail and one stile.  

•	 Able to prep doors for a variety of hardware.
•	 Door Works offers exceptional detail in machined 

surfaces by using state-of-the-art CNC  
machinery, tooling and engineering software.

•	 Maximum design flexibility – Able to closely 
match other manufacturers.

•	 Our specially formulated primer allows for  
superior finishing.  

•	 Doors will not expand or contract after sealing on all six sides.
•	 We offer architecturally correct designs. For example, spring lines remain constant on all doors 

with arched panels, regardless of door width.

Door Works Company Advantages



Failure to follow these instructions may void the warranty.
Delivery

1. Doors should be delivered only to job site after HVAC has been installed and the humidity has been normalized between 25% and 55% relative 
humidity.
2. Doors should never be allowed to come in contact with water as prolonged exposure may cause damage.
3. Doors should be stacked on risers (5 ea. for 8/0 door and 4 ea. for 6/8 or 7/0 doors) on level flat surface.
4. Doors should be stacked on risers largest on bottom not more then 20 doors high.
5. Doors should never be stacked directly on the floor.
6. Doors should not be leaned against a wall as this may cause the doors to warp.
7. Slightly warped doors may be normalized (straightened) by laying door on flat surface with high point on top. Place weight on high point pushing 
door straight. Leave for 24 hours in controlled ambient condition as outlined in point 1 and door should normalize to original straight condition. More 
severe warp may require more aggressive corrective procedure meaning bending the door past center for a longer length of time.
8. Doors edges (all four) should be sealed prior to hanging doors. Final finish must be on all six sides or the warranty on the door will be considered 
void.
9. Doors should be lifted when moved, not dragged across the floor or on one another.

Finishing Instructions
1. Door Works Company uses a specially formulated high solids content acrylic based primer that is easy to sand with 100G sanding sponge or paper. 
All doors should be sanded and clear of dust before finishing.
2. Scratches or dings are easily repaired with auto body filler or similar product. After filling all marks that may have occurred during installation 
thoroughly sand and clean sanding dust from surfaces.
3. Following the paint manufacturer’s instructions apply two coats of suitable commercially available top coat on all six sides.
4. These are interior doors not intended for exterior use.

Pre-drill Pilot Holes for Hardware Fastening Screws
1. Door Works Company Doors have internal wood blocking for superior screw holding.
2. Door Works Company strongly recommends drilling pilot holes ahead of all screw installation. Failure to do so may create hairline cracks on either 
side of the screw which will not compromise the screw holding integrity.
3. Should these cracks occur they may be filled with auto body filler or similar  type product for a better cosmetic appearance.

Stop Application on Jambs
When using DWC jambs with applied stop please note stop is held in place with wire pin nails. Stop may be adjusted if necessary to compensate for 
out of plumb jack studs. Once jamb installation is complete we recommend use of additional nails or staples securing stop to jamb prior to painting.

Door Works Company of Huntersville, PLLC (DWC) warrants to the original buyer of a Door Works Company interior MDF door used for interior pur-
poses that the door will comply with WDMA Industry Standard 1.S.-6 pertaining to measurements, tolerances and warp; and will be free of defects in 
materials and workmanship.
This warranty does not cover damage caused by:

•	 Attempts to repair a door by non-Door Works company representatives.
•	 Improper installation.
•	 Failure to follow DWC instructions for proper handling, storage, and care of doors.
•	 Improper trimming.
•	 Failure to seal all six sides of the door.
•	 Improperly installed jambs placing stress on door.
•	 Other parties beyond DWC control including but not limited to normal wear and tear, abuse, neglect, misuse, alteration, fire, flood, earth-
quake, storm, tornado or other acts of nature.

 If an interior DWC door fails DWC will at its sole discretion: 
• Repair the door on site or in the DWC factory.
• Replace the door with a similar primed door.
• Refund the original purchase price.

Under no circumstances will DWC be responsible for freight / transportation charges for doors to or from the installation location or for labor incurred 
during finishing or replacement.

Claims under this warranty must be made in writing, with proof of purchase and prior to any repair work to: 	                         	 	 	 	
	 	 Door Works Company 
	 	 P.O. Box 3312
	 	 Huntersville, NC 28070-3312
DWC must be given a 30 day period to have a DWC representative field inspect the door(s) in question.

This is the maximum liability to DWC for interior MDF doors in residential applications.  DWC makes no other warranty, expressed or implied.  

Handling Instructions

Limited Life Time Warranty
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2015

www.doorworkscompany.com

superior 
custom

quality

crafted


